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Basic Overview:
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Frequency ranges:

Power (DC) + Internet-Data

Band MHz MHz AT
1 1920 - 1980 2110 - 2170 FDD
2 1850 - 1910 1930 - 1990 FDD
3 1710 - 1785 1805 - 1880 FDD
4 1710 - 1755 2110 - 2155 FDD
5 824 - 849 869 - 894 FDD
7 2500 - 2570 2620 - 2690 FDD
8 880 - 915 925 - 960 FDD
12 699 - 716 699 - 716 TDD
13 777 - 787 746 - 757 FDD
14 788 - 798 758 - 768 FDD
18 815 - 830 860 - 875 FDD
19 830 - 845 875 - 890 FDD
20 832 - 862 791 - 821 FDD
25 1850 - 1915 1930 -1995 FDD
26 814 - 849 859 - 894 FDD
28 703 - 748 758 - 803 FDD
66 1710 - 1780 2110 - 2200 FDD
34 2010 - 2025 2010 - 2025 TDD
38 2570 - 2620 2570 - 2620 TDD
39 1880 - 1920 1880 - 1920 TDD
40 2300 - 2400 2300 - 2400 TDD
41 2496 - 2696 2496 - 2696 TDD
GSM 850

EGSM 900

DCS 1800

PCS 1900

WCDMA B1

WCDMA B2

WCDMA B4

WCDMA B5

WCDMA B6

WCDMA B8

WCDMA B19
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